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*SERVICE BULLETIN NO, SB-201, 7/1/64

.OORPORATION
R3, R4 EHCINE DATA and TURE-UP SPECIFICATIONS

ENGINE - GENERAL

Type: VB Valve in Head

Bore: 3-21/32%; Stroke: 3-5/8"

Displacement: 304,5 Cubic Inches

Bore Spacing (C/L to C/L): 4,5"

Numbering System, Front to Rear: L, Bank, 1-3-5-7; R, Bank, 2-4-6-8
Firing Order: 1-8«4-3-6~5~7-2

Compression Ratio (Nominal): R3, 9.6 to 1; R4, 12.0 to 1

Combustion Chamber Volume: 66 % 3cc

Piston Deck ileight: .023 ¥ ,011" (at T.D.C.)

ENGINE - PISTONS -

Forged Aluminium, 201876, Tin~Plated A
Yeight, Piston Only: R3, 16,64 oz.; R4, 19,82 oz,
Clearance: ,009" below 0il Ring

ENGINE - RINGS

Ho. 1 (Top): Compression, Chrome
No. 2 (Intermediate): Compression, Plain
Yo, 3 (Bottom): Rails & Spacer, 0il
Gap: Compression Rings, .025%

0i) Rings, .0uO"

ENGINE -~ PISTON PINS

Type: Shrink-in-Rod, Floated in Piston

Clearance in Piston: Selective Fit (.0005" to .0007") _
Direction and Amount Offset in Piston: 1/16" Toward Thurst Side
Length: 3-1/16"

Diameter: .875"

Height: 5.44 oz,

'ENGINE - CONNECTING RODS

Weight: 22.42 oz. + .06 0z, - .13 oz.
Length: C/L to C/L: 6,.625"
Clearances: Side, .0l4" to ,016"; Rod Bearings, .002"

" ENGINE - CRANKSHAFT

‘Clearances: End Play, .008"; Main Bearings, .003" -
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