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R-4 Engine Specifications

P1STONS

Assemble pistons on rods as illistrated. Also note arrow on top
of piston. Numbers on rods are used in rotation as shown, wuth

"numbers to the outside as

shown.
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Piston clearance:

Flywheel

Bottom of skirt
Just below oil ring groove

Ring end gap:

CONNECTING RODS

~ VALVE
" R-3, R-4 Valve lifters should be used as they are ..

Bearing clearance
Rod side clearance

" CRANKSHAFT

. .

To outside
_ _“?fﬂ

O

+006 to .007
.009

.025

.002 to .0025
.0l4 to .016

Crankshaft must be balanced to rod and piston set,
as weight must be add to counterwapghts to balance

plstons

Main bearing clearance:
Crankshaft end play:

TRAIN

lighter than the stock lifter.

Valve spring tension:
R-3, R-L4 single spr

ings:

.003
.008

25 oz.

Set at stock height for proper valve tension.

R-3, R-L optional dual springs:
“Shim spring to IOO 1bs., .valve closed.

Vaive gu:des mus t be cut to install lower sprlng

retalner

VaIVe clearance'

276 Cam
In. valve
Ex. valve
288° Ccam

SAME SETTINGS

‘Hot, engine running

Hot, engine running

.025
.027

PAX= C- 72

2-12-6
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