EERYICE PEOCEDURES

FAREL REMOVAL: Open panel fully: resove cam-scop screws (#904), com atop (FI4T) and sut Block assembly (F150F. Close panel
halF-way, remove fromt glider scress (P900), and slide front gliders forward to cless pangl [or removal from ceack, {To avold
Bidd for removing deflector and yet oot mcratch it while ressving panel, position Front gliders at frost of tracks to depress
deéflector aprings). For metal panels alse remove sunshade attachment screws (#903). Lift panel front edge slightly off track
to avold scracching track, and run panel forward while supporting front edge. CAUTION: Da sot 11fc panel too high, too soon,
to avoild scracching the top surface of ghe panel on underside of car Toof. Whan I;" (1.5 em) from closed posiciom, 1ift Feont
edge out®® of apaning to just clear ear roof) contlfuwe o run forsard 4" (4 em) beyond the [ront edge of the opeming., Remave
hinge attachment screws (#3012} with weshers (F930) and Lift panel out of openlng.

**Tape protective coverlng to roof cop st front of apenlag te avold damaging paint o winyl cop wich panal.

SUNSHADE REMOVAL: Move sunshade into fully closed position. Om POZ-E-Power units, remove nylon lock mut (#943) From leadscrew
and slide centering block assembly (#450) forward to clesr lesdscrew tip. Arc up gently at center (pash up from underneath} to
extract from track groove at coe side, LAFT rear spacer ower rear mlding to remove from opening.

PANEL REFLACEMENT: Position sunshade about 2" (5 cm) forward of che fully open positica. Panel hold-down cab (#313) can then be
aligned with cams (#435/436), and rear hinge section (#317) aligned with outserts (#943) in rear gliders (F633/434). For the
POZ-E-Powser units, when panel is sttached to the rest gliders and switch is operated, a slight rearvard pressure must be applied
to engage the panal drive out (F422) wich the leadscrew (#401).

FRONT HOUSING SEAL REFLACEMENT: Hemove Panel. Remove Wind Deflector. Hake & vertical ragor cut of the Front Housing Seal
(#5/6=-T43) &% bebiind the rear of tha sunroof opening of both sides. Loosen Screws (#0=925) and remcve the & Seal Suppatts
(#5/6-742). Pull the seal out of the housing. Apply G.E. Silglaze #2501 to che cop edge of the housing on bBoth sides and
along the front. Smooth the esalant with your finger to provide a smooth f£i11 of the gap batween the top edge of the housing
vall and the underside of the Pre-Ring (#5/6~770). For replacenent seal use either pare #5/6-143 or F3/6-763. IF #7543 is uwsed
£yt the rear Elap and bulb frem th. seal. After the applied sealsct has "skinned" (10 to 15 mimuces) ceinstall the seal
supporcs ralelng them as high ag possible and tightening the screws. Apply M sdhesive No. 1MW ar 17011 to the geal tear surface
and the seal support face, and glue the s#al to the supporcs. Start at che rear corner asd bute the new seal against the old,
Do noc stretch che seal duricg application particularly met in frent corpecs, Apply mealant to any gap between new and old senl.
Reinstall wind deflector and glass panel. Eeep panel tightly closed far 24 hours te allew new seal o take proper ser.

TRANEMISS ION REMOVAL (POZ-E-Power Only}: Remove resr tcim molding, sail panels Lif necessary, drop headliser and remove rear cover
pan (#10Z). Bun panel to withis 2" or 3" (5-8 em} of the fully open position. Remove transmission screws (#2033 and pull trans-
misaiom te the rear 4™ go 1" (1-1 cm), Using pliers remove the groove pin (#970). Tha couplimg (F413) can be rotsted to posicion
the groove pin for removal. Disconnect motor lead receptacle (#984) from plug (#983), remwe mtor/t ranaminsion, and disconnese

mokoT ::-n- cranamaission. When replacesent Eransmission 1s installed, wse a new groowe pln and coat with Loccite before pressing
into shafE.,

SOLID STATE CONTROL ADJUSTMENT (POZ-E-Power Culyi: Pull control swicch dowrward from oof, Leok For adjustable potenticseter to
right of switch mounting hole and curm gently with Einger. Turning clockwise decreases pressure of closjng panel. ecunterclockwise
increases pressure., Usimg 0-%0 1b, spring scale held in way of closing panel, set to 3436 1b. at 63=7% F. (1%=1% kg at 18-25 C.)
ambisst temperature. Sslid State Conecesl automatically compensates [or temperature conditions and will allow greater Pressure at
lower temperatures. If unit must be replaced, it is necessary o drill out rivecs (#351/956) holding the solid stare control
support bracket ([(#442) £o che housing sub-asseobly (#101), and to the wvehicle hesder mecal. The "conteel wire™ [(#974, Fig.1) should
be replaced loosely in Front of bousing, taped to prevent rottles but pever bunched tight or colled. Shortening this vire increases
power. The support bracket musc be wall grousded po the wehicla.

CABLE REMOVAL (E-Z-Glide Omly}: Remowe panel. Jog switch to move power bar ints the opendng, Remove flag attachment screws (0904)
and disconnece (lag (#632) from cha pover bar asseshly (F420). Siide power bar te the raar to clear the flag. Operace switch in
forward direccios, driving cable (P63l) ocut of gulde tube uncil i atops. BY kand, pull the remaleing cable from the guide tube.

CABLE REPLACEMENT (E-Z-Clide Only): ([nsert cable (#6311} into the end of che Bulde tubs (F633) and feed until the cable ssd contaces
the gear (#6460). Maintain chis contact with slight pressure and aperate control switch ta engage cable and gear. Concinus dperating
switch to feed cable o approximately 1™ from guide tube. Atcach power bar to flag. Carefully align Elag (M632) with slot, and
operate switch to drive power bar Into panel attaching position.
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